
REGOLATORI DI FLUSSO IN LINEA IN ALLUMINIO
aluminum flat flow regulators

Fluidi compatibili

Materiali costruttivi

Pressione d'esercizio

Temperatura d'esercizio

Filettature

ASF-U: Aria
ASF-B: Aria e fluidi compatibili con i materiali costruttivi

Corpo: alluminio 11S anodizzato nero
Vite di regolazione: Ottone Nichelato

BSPP Femmina Cilindrica

ASF-U: 0,025 - 10 Bar
ASF-B: 0 - 10 Bar

da 0°C a 65°C

Tipo di regolazione Manuale con pomello

Fluid types

Construction materials

Working pressure

Working temperature

Threads

ASF-U: air
ASF-B: air and fluids compatible with the construction materials

Body: aluminum 11S with black anodization
Regulation screw: nickel plated brass

Female BSPP thread

ASF-U: 0,025 - 10 Bar
ASF-B: 0 - 10 Bar

From 0°C to 65°C

Type of regulation Manual

DATI TECNICI • Technical specifications

Prodotti conformi alla direttiva 2002/95/EC

Prodotti conformi alla direttiva 1907/2006

Products in compliance with the directive 2002/95/EC

Products in compliance with the directive 1907/2006

I dati tecnici e le quote non sono vincolanti • drawings and technical data are not binding
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- Non utilizzare i raccordi con fluidi diversi da quelli riportati nelle varie tabelle. Contattare l’ufficio tecnico 
Tierre Group per un uso diverso dei raccordi con altri fluidi.
- Si raccomanda di prevenire eventuali aumenti della pressione causati da vibrazioni, 
rotazioni e strappi del raccordo.
- Vibrazioni o rotazioni improprie del raccordo possono compromettere la funzionalità e causare perdi-
te.  Sciegliere il prodotto in base all’applicazione utilizzata tra l’ampia gamma di componenti del nostro 
catalogo.

ISTRUZIONI PER IL CORRETTO USO DEI RACCORDI

WARNING FOR FITTINGS RIGHT USE

- Do not use them on fluids other than indicated. Contact Tierre Group for use on other fluids.
- Be sure to prevent pressure buildup caused by twisting, pulling and bending of the fitting product.
- Product damage or air leakage may occur at places where there is rotation and vibration, choose the 
right product from our catalogue. 

- Assemblare i raccordi solo dopo aver eliminato eventuali impurità presenti 
- Fare riferimento alle tabelle “tolleranza diametro esterno tubo” per l’utilizzo di tutti i componenti.

PRECAUZIONI

- Assemble the pipes only after clearing away impurities such as dust. 
- Refer to table outer diameter tube tolerance table when using fittings.

CAUTION

RACCORDI A FUNZIONE • function fittings
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CODE T1 T2 L L1 L2 C
H

(Hex) M F G E P T
Peso

weight(g)

ASF-U 01N G1/8 G1/8 35 8,0 8,0 27 15 10x1 24 4,5 26 19,5 7,0 52,0 50

ASF-U 02N G1/4 G1/4 40 9,5 9,5 30 18 10x1 24 4,5 26 21,0 7,0 90,0 50

ASF-U 03N G3/8 G3/8 45 10,5 10,5 35 22 15x1 30 6,0 31 25,0 8,5 206,0 50

ASF-U 04N G1/2 G1/2 57 12,0 12,0 40 27 15x1 30 6,0 31 26,0 8,5 217,0 50

regolatore di flusso unidirezionale filetto femmina cilindrico BSPP in alluminio
unidirectional female flow regulator BSPP thread in aluminum

ASF-U

unidirezionale
unidirectional

CODE T1 T2 L L1 L2 C H
(Hex)

M F G E P T
Peso

weight(g)

ASF-B 01N G1/8 G1/8 35 8,0 8,0 27 15 10x1 24 4,5 26 19,5 7,0 52,0 50

ASF-B 02N G1/4 G1/4 40 9,5 9,5 30 18 10x1 24 4,5 26 21,0 7,0 90,0 50

ASF-B 03N G3/8 G3/8 45 10,5 10,5 35 22 15x1 30 6,0 31 25,0 8,5 206,0 50

ASF-B 04N G1/2 G1/2 57 12,0 12,0 40 27 15x1 30 6,0 31 26,0 8,5 217,0 50

regolatore di flusso bidirezionale filetto femmina cilindrico BSPP in alluminio
bidirectional female flow regulator BSPP thread in aluminum

ASF-B

bidirezionale
bidirectional


